
ENTRANCE

Avoid having 
people with 

disabilities travel 
behind parked cars 

or across heavily 
trafficked areas.

Mark temporary 
crosswalks, if needed.

Accessible spaces 
should be level and 
the ground must be 
�rm and stable. 

Note: If parking is 
located on grass, 
consider laying a 
temporary surface.

Spaces should be as close as possible to 
the entrance, but choose the location with 
the most accessible path of travel.

If the path of travel requires a curb 
ramp to be accessible, it’s okay to use 
temporary/portable curb ramps.

When shuttles are 
provided for lots 
with accessible spaces, 
an accessible shuttle 
must be provided.

 Temporary accessible 
space and access aisle 

marked with chalk and a 
portable sign

Tips For Temporary 
Event Parking

Grass Lot!

Paved Lot!

Use 
crowd 
control 
fences, 
tra�c cones, 
or other 
barricades 
to mark o� 
accessible parking 
lots/areas

Consider providing some additional 
accessible parking on a paved lot, even 

if it is farther away

Use spray paint, chalk, 
ropes, stanchions, or 

crowd control fences to 
de�ne parking spaces 

& access aisles.



Accessible Temporary Parking Signage

   
   Signs can be purchased or
   made, but must include
   the international symbol
   of accessibility. If there is
   lettering, it must be easily
   legible and large enough 
   to read from a distance.  
   Indicate which spaces are  
   van-accessible with signs.

   Signs need to be mounted.
   Temporary or portable    
   mounts (ex: on a pole in
   a bucket of sand) are fine  
   if it meets minimum height
   requirement. 

  Accessible parking signs  
   should be located in front 
   of each designated 
   accessible space. If an 
   entire lot is designated for 
   accessible parking, you 
   don’t need a sign at each
   parking space.

Have directional signs to 
accessible parking areas. 
Signs should direct cars 
to the correct entrance 
or lane. Signs need to be 
legible from a distance 
and give drivers enough
advance notice to find 
the parking area.

Have directional signs 
near accessible parking 
spaces to direct people 
to the neareast accessible 
entrance, if needed. 

The lettering and 
symbol on the sign 
must be high contrast 
from the background. 
 For handmade 
signs, you can 
buy stencils of the 
international symbol 
for accessiblity, arrows, 
and sans-sarif letters.

 *The bottom of the sign 
   must be at least 60 inches
   from the ground*

Consider having 
directional signs to mark 
the most accessible path 
of travel if it’s not obvious.



Total Number of 
Parking Spaces 
Provided in Lot/

Structure

Minimum Number of 
Accessible Parking 

Spaces Required per 
Lot/Structure

1 - 25 1

26 - 50 2

51 - 75 3

76 - 100 4

101 - 150 5

151 - 200 6

201 - 300 7

301 - 400 8

401 - 500 9

500 - 1,000 2 % of total

1,000+ 20, plus 1 per each 100 
over 1,000*

1 of every 6 of accessible spaces must be van-accessible. Facilities with 
fewer than 6 accessible spaces must have at least one van-accessible 
space. 
For temporary events, it’s okay to group accessible spaces in the closest 
parking areas, so long as the number of accessible spaces is based on the 
total number of parking spaces for all parking areas.

* Example: Total spaces providing is 1,320. How many accessible spaces are
needed to meet the min. requirement? 

20 (first thousand) 
+ 3 (next three hundred) 
+ 1 (b/c spaces cross into next hundred)
= 24 accessible spaces (4 are van-accessible)

Standard Accessible
Parking Space

Van Accessible
Parking Space

96” wide 
parking space

60” wide 
access aisle

Two parking 
spaces can 

share an 
access aisle

96” wide 
parking space

96” wide 
access aisle

Curb Ramp

Curb Ramp
  <-  1:10 flare

1:10 flare  ->


